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Ribbon Cutting for Auto -Grinding  

 

 

Dotson Capabilities: 
 Gray Iron  

 Ductile Iron  

 Austempered 

Ductile Iron  

 Carbidic ADI  

 1 to 75 Pounds 

 Machining 

 Painting 

 Plating 

 Assembly 
 

 



First in the U.S.  
 

 

The Dotson Company became the 

first foundry outside of Japan and 

England to install the Barinder CNC 

automatic grinding centers.  These 

machines will do for the foundry 

grinding operation what electric 

furnaces did for melting.  That is, 

completely change what foundries 

have always done in the past.   

 

All castings must be ground and, 

with iron castings, this is the most 

labor intensive, most physical, 

highest safety risk and most inexact 

process in the foundry.   

 

The new Barinders in Dotsonôs 

Casting Completion Center change 

everything.  The advantages for our 

customers are: 

 Consistent grinding 

 Tight tolerances 

 Qualified machining locators 

 Better inspection 

 Accurate box quantities 

 

As part of our long-term investment 

to upgrade our capabilities, all of 

these advantages will be delivered to 

our customers at no additional cost.   

 

 

Final setup by Koyama engineers 

 

A ñteachò method helps with 

programming 

Both Barinders in production mode 

The photo shows a fixtured casting 

ready to grind.  Left casting on table 

is rough and the right casting has 

been ground.  The program to grind 

this casting has 192 steps and takes 

88 seconds per piece.   

 

Over the coming years, we expect to 

install eight Barinders and almost 

every Dotson casting will be moved 

to the Barinders. 
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